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The City of Port Wentworth's Anchor Trail Conceptual
Plan is an effort to consolidate the transportation and
path networks — both existing and proposed - of the
City of Port Wentworth, adjacent City of Savannah,
Chatham County and the Coastal Region Metropolitan
Planning Organization to create a continuous city-
wide system that connects across the communities of
Port Wentworth. The Plan connects neighborhoods
and job centers of historic downtown Port Wentworth
and the State Route (SR 21) corridor, and newer
communities, destinations and job centers of uptown.
The trail system aims for first and last mile connectivity
to transit planned in this sector of Chatham Area
Transit's regional footprint.

This document includes the initial trail concept,
outlines the trail system’s goals, provides strategies for
effective implementation, outlines typical trail design
standards, identifies opportunities and constraints
within the system, establishes a selection framework
for trail selection and prioritization and details trail
segments for establishing the City's city-wide system.
The recommendations provided within this initial trail
concept allow the City to further the trail system
potential in light of transportation investments as well
as community feedback and priorities.
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Goals and Strategies for Anchor Trail

Goals for Anchor Trail Development
o Prioritize a grade-separated facility throughout

o Use existing street network and sidewalk
improvements to establish a core route

o Link neighborhoods, recreation and everyday
destinations

o Prioritize safety and equity; lighted, off-road, grade
separated trails create accessibility and a greater
perception of safety for the broadest range of users

o Connect to regional trail systems

o Plan for proper trail maintenance

o Utilize user engagement and feedback in future trail
planning phases to optimize routing and
prioritization

Anchor Trail Development Strategies

o Link existing trails (see Existing Facilities Map) to
recommended trails

o Develop trail improvements alongside traffic calming
measures

o Expand existing sidewalks on desired routes to multi-
use path widths (10-12') and according to AASHTO
Bicycle Facilities Guide

o Off road or behind-the-curb facility (not on-street
unless 25 mph neighborhood streets)

o Develop clear and consistent signage throughout the
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o Where necessary, consider potential accessways (i.e. 0 0544 2 3 --- Existing Sidewalks

easement, acquisition or shared use agreement) ‘ | | I | ' Esisting Pedestiian Bridge
through non-City property ‘ miles




Trail Standards

Typical Trail Standards

O

O
O
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Concrete or asphalt path, 10 to 12-feet wide
o Concrete recommended for
longevity
o 8-foot minimum width permissible
in isolated areas where a 10-foot or
12-foot minimum trail cannot be
accommodated due to site
constraints
o More width (12 to 16-feet) where
Mminimum 4.5-foot minimum curb
offsets can be maintained is ideal
Grade separation
Traffic calming
Sighage

Best Practices for a Safe and Accessible System

O O O O O O O

O

Grade separated bike/ped facilities

Clear and consistent signage

Adequate lighting

Accessibility for a range of users

Proper maintenance

Traffic calming measures

Links to neighborhoods, recreation, schools
and everyday destinations

Connections to regional trail system

User engagement and feedback
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Sub-Area Opportunities & Constraints

Five (5) “neighborhoods” or sub-areas have been organized by
similar land uses and community mobility issues. Conceptual trail
route have been identified based on the inherent strengths and
challenges of each area.

A. Downtown neighborhood

B. Downtown Transition at the industrial “knuckle” at SR-21/1-95
C. Monteith/Meinhard Roads and Piedmont (SR-30) Streets

D. Anchor Park

E. Lakeside Boulevard and Mulberry Avenue east of SR-21 in Rice

Hope
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Sub-Area Opportunities & Constraints

Benton Boulevard opportunity for widening existing facility to
AASHTO standards
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; --- Existing Sidewalks
Mulberry Avenue opportunity for widening and connecting
sidewalks to create 10’ shared-use path

© Existing Pedestrian Bridge




Trail Selection & Prioritization

When establishing criteria for trail
selection, it is helpful to consider
the opportunities and constraints
that exist for a given trail
segment. Same and similar
criteria area also useful for
determining trail segment
prioritization for implementation.

While establishing and utilizing a
trail selection tool is beyond the
scope of this conceptual trail
plan, our recommendations have
considered these criteria in the
evaluation of each recommended
trail segment.

&

Fills Gaps

Popularity

and/or already
informal use

Creates Internal
Connectivity

ik G

Ownership Construction Cost

4 ) A4

L}

Off-road or s

setback from

properties or
roadway

\-o

o=’

Opportunities for Trail Amenities

Has Regional
Benefits

a4

Maintenance

Destinations

0,I| Q
L] @ ﬂ Q
w on|
— 11)' C
Overcomes Proximi’Fy
Barriers to Access  to Population &
Residents

Surface

&

Constructability

&

Adjacent
Land Uses

g

Ease of Implementation

Kimley»Horn



Route Summary: Downtown

Proposed Anchor Trail (red linework) in the sub-area to the right
have been detailed below. Bicycle and pedestrian facilities identified
by CORE MPO in the Non-Motorized Transportation Plan Update (blue
linework) for reference only.

# From-To Description Street Length Status
Crossings (miles)
1 Armadale /  This trail connects to the 12 intersections 0.4 Proposed

Cantyre / Mobley Park, the future from Clifton,

Barnsley downtown development including S Coastal
at Cantyre, and future S Highway, Cantyre,
Coastal Highway sidewalk  and Barnsley

improvements
2 Armadale at  This trail (already 2 intersections at 0.3 Proposed
Mobley Park to informally in use) aligns Armadale and
Crossgate  with the drainage ditch Barnsley

between Phillips Avenue
and Osteen Street

3 Crossgate / Boat This trail along S Coastal 7 intersections 1.9 Proposed
Launch Highway connect from Armadale,
downtown to the boat  including Barnsley,
launch. Crossgate, Dorset,
Appleby and
Bonnybridge

TOTAL TRAIL - DOWNTOWN AREA 2.6 miles
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Route Summary: Downtown Transition

Proposed Anchor Trail (red linework) in the sub-area to the right
have been detailed below. Bicycle and pedestrian facilities identified
by CORE MPO in the Non-Motorized Transportation Plan Update (blue
linework) for reference only.

# From-To Description Street Length  Status
Crossings (miles)
1  Crossgate / SR- This trail segment connects Crossgate 2.7 Proposed
21 to electrical downtown to uptown PW (surface
transmission line approximately adjacent to the  crossing),
to Monteith rail line that runs from Jimmy Deloach

Road (**part of Gulfstream Road at SR-21 in (underpass
this potential City of Savannah, crossing into crossing
alignment is in Port Wentworth at the Jimmy required),
City of Deloach Pkwy Overpass and  Godley, Pinder
Savannah)  ending at the transmission line Point,
at Monteith. Monteith

More study is required to
explore the viability of this

option
2 From SR-21 to This trail segment within the SR-21 at 14 Proposed
Meinhard  existing Monteith right-of-way International
connects SR-21 to Trade Parkway,
approximately Anchor Park rail crossing,
along Meinhard Hendley, 1-95
bridge crossing
(on-bridge
facility
required), Parcels
Anchor Park | = NMTP Proposed
entrance

- =« NMTP Proposed w/ Existing Sidewalk
— Proposed Trails
--=- Proposed Trails w/ Existing Sidewalks

TOTAL TRAIL - DOWNTOWN TRANSITION AREA 4.1 miles
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Route Summary: Meinhard Road

Proposed Anchor Trail (red linework) in the sub-area to the right
have been detailed below. Bicycle and pedestrian facilities identified
by CORE MPO in the Non-Motorized Transportation Plan Update (blue
linework) for reference only. Existing primary sidewalks are identified
in green.

# From-To Description Street Length  Status
Crossings (miles)
1 Meinhard /  This trail segment is within the  Anchor Park 1.3 Proposed
Monteith to  existing Meinhard right-of-way entrance at
SR-30 is the continuation of the Meinhard,
Monteith segment that Benton

connects downtown PW to the Boulevard, 4
future Anchor Park and multiple  existing
existing and future residential neighborhood
developments. subdivision
entries and 3
access roads

2 City limits at  This trail segment is the Red Robin 0.9 Proposed /
Benton expansion of the approximate Court, Existing
Boulevard to 8’ existing sidewalk on the west Meinhard, SR-
SR-30 side of Benton Boulevard. 30

Future Effingham Parkway to
continue the improvements.
TOTAL TRAIL - MEINHARD ROAD AREA 2.2 miles
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Route Summary: Anchor Park

Proposed Anchor Trail (red linework) in the sub-area to the right
have been detailed below. Bicycle and pedestrian facilities identified
by CORE MPO in the Non-Motorized Transportation Plan Update (blue

linework) for reference only. Existing primary sidewalks are identified

in green.
# From-To
1 Meinhard /

2

Street
Crossings

Description

This trail segment parallels the park Internal park

Monteith to SR-30road and extends through Anchor Park road crossings,

Anchor Park to
SR-30 through
residential north
to Saussy

from the south to the north entrance TBD

at SR-30.

Alternative or parallel connections
could be explored through the
transmission line corridor. More study
is required to explore the viability of
this option.

This trail segment extends from Anchor Internal park
Park east to the Newport Boulevard /  and residential

Scott Road residential developments street
and across SR-30 to the future crossings, SR-
residential on the north side of SR-30, 30, Saussy

ending into a connection and trailhead
element at Saussy Road

Alternative or parallel connections
could be explored through the
transmission line corridor. More study
is required to explore the viability of
this option

TOTAL TRAIL - ANCHOR PARK AREA 3.5 miles

Length
(miles)
1.2
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Proposed

Proposed
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Route Summary: Lakeside

Proposed Anchor Trail (red linework) in the sub-area to the right
have been detailed below. Bicycle and pedestrian facilities identified

by CORE MPO in the Non-Motorized Transportation Plan Update (blue

linework) for reference only. Existing primary sidewalks are identified

in green.
# From-To Description Street Length
Crossings (miles)
1  Old Richmond This trail segment begins within Lanvale 1.6

Road at SR-30 to the existing Old Richmond right-
the roundabout of-way and then, oh on an off-
at Lakeside Blvd road segment, passes through
and Mulberry City property and connects
Ave through the drainage to the
roundabout at Lakeside Blvd and
Mulberry Ave

2 Lakeside Drive This trail segment is the Mulberry 0.5
loop to Mulberry expansion of the existing and
Ave sidewalks Lakeside Blvd, Market Lakeside

Blvd, Mulberry Ave, and the
Lakeside Drive loop.

Additional alternatives or parallel
connections could be explored
through signed segments on Rice
Hope street less than 25 mph.

3 Mulberry to Rice This trail segment Lakeside Blvd  Lakeside, 14
Hope Plantation via the transmission line that Mulberry,
Rd to SR-21  runs through Rice Hope, and Rice Hope
then connecting to Rice Hope Plantation

Plantation Road where the trail
will end connect to SR=21.

More study is required to explore
the viability of this option

TOTAL TRAIL - LAKESIDE AREA 3.5 miles

Status

Proposed

Proposed /
Existing

Proposed
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Anchor Trail Conceptual Plan
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